	HydroDEM Advanced Settings 
(suggested values)
	10-m DEMs
	30-m DEMs
	30-ft DEMs

	HUC buffer (m or ft)
	50
	150
	150

	Inner wall buffer (m or ft)
	15
	45
	45

	Inner wall height (cm or 100ths foot)
	150,000
	150,000
	150,000

	Outer wall height (cm or 100ths foot)
	300,000
	300,000
	300,000

	AGREE buffer (m or ft)
	60
	180
	180

	AGREE smooth drop (cm or 100ths foot)
	-500
	-500
	-1500

	AGREE sharp drop (cm or 100ths foot)
	-50,000
	-50,000
	-150,000

	Bowl depth (cm or 100ths foot)
	2000
	2000
	6000


Important: The commas in the numbers above are for clarity. Enter the numbers in the forms without commas.
	Post HydroDEM Processing Thresholds (Suggested values)
	10-m DEMs
	30-m DEMs
	30-ft DEMs
	Exercise data sets

	Threshold1 (Stream initial threshold in cells)
	150,000
	50,000
	150,000
	8000

	Threshold 2 (Detailed stream grid threshold in cells)
	900
	100
	900
	900


Important: The commas in the numbers above are for clarity. Enter the numbers in the forms without commas.
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